RL 70x8 MC RT

LED Ring Light RL 70x8

Trigger input

LEDRD, 1 W, 8 pcs

Inner diameter 36.0 mm
Clamping diameter 36.2 mm
Outside diameter 70.0 mm
Cable length 750.0 mm
Protective glass surrounding
Voltage 24 V DC

Directed with lenses for focusing

w  [HI]
— g Plug connector M12x1 4 pin
+24V DC Pin 1
n.c. Pin 2

GND Pin 3
‘ Leuchtfeld @40 n.c.Pin 4

Arbeitsabstand Control voltage Pin 2
*+— 130..250mm —>

150 mA OV
Abuchlsfleisy 400 mA 1V
j Attention no continuous operation

Pulse mode only Duty cycle 1:10
900 mA 2V
1400 MA < 2.7V

s
@ il

‘ ® e
5 1 brown
2 @ @ 2 white

3 blue
4 black

N

Ring light for direct, directed incident light illumination with high brightness. Working distance approx. 135 mm to the
object, very homogeneous object illumination for flat objects, 3-dimensional objects, 2D geometry measurement. Good
edge illumination, easy mounting, due to exact fitting inner diameter with clamping to TZO- series from JenCam and with
adapter to lenses of the Pentax/Ricoh M series.

Name Ring light Connection Wavelength Current Order Number

RL-70x8-MC RT LED red, direct M12 615 nm 1400 mA 10115331
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