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Optical Specification Unit:mm
Model OPT-F5028-29M-V2.0
Resolution 5.5um
Mount F Mount
Sensor 44mm | 59.50 46.50
— (IN AR
Focal Length(mm 50
e M58 x P0.75 Iris Nikon
Adijustion Type Manual Ring F Mount
FNO. F2.8-F32
Working Distance(mm) 180~c0
44mm(HXV xD) | 38.78° x29.58° x47.50° g _ L
AF'e'd 4/3'(HXVxD) | 20.41° x1538° x25.34° = |
ngle a |3
1"HxVxD) 14.59° x10.97° x18.18° ol o g v o
S| W o len <
Distortion <0.2% S| o O & — 3
- Qf ® Iy Q
Weight 0.5%kg @ o
(3%}
Back Focal Length(mm) 36.10 %
Size(mm) @62.00 X 98.92 w &
Filter(mm) M58 P0.75 - 2
Working Temperature -20°C~+60°C
98.92(at 180)
88.85(at =) 13.30
Item Signature Date |/ ® . L.
View Angle % @ Remark ,/QPT OPT Machine Vision Co., Ltd.
Drawing Machine Vision
Design
Standard Difference
Check
: OPT-F5028-29M-V2. 0
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SPATIAL FREQUENCY IN CYCLES PER MM
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