
·Modulation Transfer Function(MTF)

------------------------------------------------------------------------------------------------------------------------------------------------------

·Distortion(W.D.= 4000mm) ·Vignetting(W.D.= 4000mm)

5MP Fixed Focal Length Lens
#OPT-C0825-5M E.F.L.= 8mm F2.5

0 3.45 6.9 10.35 13.8 17.25 20.7 24.15 27.6 31.05 34.5
0.0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

0.9

1.0

Y Field in Degrees

T 1

S 1

5M-8mm.ZMX
C o n f i g u r a t i o n  1  o f  1

M
o
d
u
l
u
s
 
o
f
 
t
h
e
 
O
T
F

FFT MTF vs. Field
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Data for 0.4400 to 0.6563 µm.
Freq 1:   40.00 cyc/mm
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Data for 0.4400 to 0.6563 µm.

Freq 2:   80.00 cyc/mm
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Data for 0.4400 to 0.6563 µm.

Freq 3:  125.00 cyc/mm

W.D. = 4000mm

 S1 — Sagittal ：40lp/mm

 T1 --- Meridional：40lp/mm

 S2 — Sagittal ：80lp/mm

 T2 --- Meridional：80lp/mm

 S3 — Sagittal ：125lp/mm

 T3 --- Meridional：125lp/mm
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Data for 0.4400 to 0.6563 µm.
Freq 1:   40.00 cyc/mm
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Data for 0.4400 to 0.6563 µm.

Freq 2:   80.00 cyc/mm
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Data for 0.4400 to 0.6563 µm.

Freq 3:  125.00 cyc/mm
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Maximum Field is 34.000 Degrees.
Wavelengths:  0.656   0.588   0.546   0.486   0.440
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Wavelength: 0.546100 µm

W.D. = 300mm

 S1 — Sagittal ：40lp/mm

 T1 --- Meridional：40lp/mm

 S2 — Sagittal ：80lp/mm

 T2 --- Meridional：80lp/mm

 S3 — Sagittal ：125lp/mm

 T3 --- Meridional：125lp/mm



·Spectral Transmittance

Measured with respect to Image Plane, W.D.= ∞
·Entrance Pupil Position（入瞳位置）： -47.79mm
·Exit Pupil Position（出瞳位置） ： -56.22mm
·1st Principal Point（第一主点） : -40.94mm
·2nd Principal Point（第二主点） ： -7.92mm



Optical Specification

Model OPT-C0825-5M-V3.0

Resolution 5M Pixel

Mount C Mount

Sensor 2/3"

Focal Length 8mm

Pixel Size   3.45μm

Adjustion Type Manual

F NO. F2.5-F16

Field 
Angle

2/3"  (Diagonal) 69°

2/3"   (Horizontal) 58°

2/3"   (Vertical) 45°

1/2"   (Diagonal) 54°

1/2"   (Horizontal) 44.2°

1/2"   (Vertical) 33.8°

Distortion ＜0.7%

Back Focal Length 8.29mm

Size  Ø37×49.3mm

Filter M30.5×0.5

Working Temperature -20 C~+60 C
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